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400 Motor 550 Motor 550 Motor (Boat)

Code No.KM4000001 Code No. size Package Code No. Motor
KM4000001 D29x47mm 1 set KM5500001 D37x57mm 1 set KM5500002 D37x57mm 1set
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Outrunner Motor 28/ 26 Outrunner Motor 28/ 30 Outrunner Motor 28/ 31 outrunner Motor 28/ 32 Deluxe

Code No. Code No. Size Package Code No. Code No. Size Package
KM0203800 D28x31mm 1pc KM0283010 D28x30mm 1pc KM0283110 D28x31mm 1pc KM02832R1  D28x32mm 1pc
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-Kv (rpm/V): 2145 -Kv (rpm/V): 1015 -Kv (rpm/V): 3600 -Kv (rpm/V): 1010

-Operating Power: 180W -Operating Power: 180W -Operating Power: 375W -Operating Power: 225W

-Operating Voltage: 6-12V -Operating Voltage: 6-12V -Operating Voltage: 6-15V -Operating Voltage: 6-15V
-Operating Current: 15A -Operating Current: 15A -Operating Current: 30A -Operating Current: 15A

-Peak Current: 20A (max. 15 sec.) -Peak Current: 20A (max. 15 sec.) -Peak Current: 35A (max. 15 sec.) -Peak Current: 20A (max. 15 sec.)
-Internal Resistance: 72 m ohms -Internal Resistance: 96 m ohms -Internal Resistance: 25 m ohms -Internal Resistance: 102 m ohms
-Diameter: 28mm -Diameter: 28mm -Diameter: 28mm -Diameter: 28mm

-Length: 26mm -Length: 30mm -Length: 31mm -Length: 32mm

-Weight: 50g -Weight: 50g -Weight: 60g -Weight: 60g

-Shaft Diameter: 2.3mm -Shaft Diameter: 3mm -Shaft Diameter: 3mm -Shaft Diameter: 3mm

-Mounting Screw: M2.6 -Mounting Screw: M2.6 -Mounting Screw: -Mounting Screw:

-Distance of Mounting Holes: -Distance of Mounting Holes: M3 (Front) and M2 (Back) M3 (Front) and M2 (Back)

Front (16mm and 19mm ) Front (16mm and 19mm ) -Distance of Mounting Holes: -Distance of Mounting Holes:

16mm and 19mm 16mm and 19mm (Front),
12mm (Back)

Ducted Fan Propulsion Unit without Motor ~ Ducted Fan Propulsion Unit with Motor Motor Mount motor
cm Coe o. ey
PL6800010 1 set KG0300220 1 set PL5404000 For 40 size models 1 pc
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-Operating Voltage / Current:
12V / 30A (35A Burst)
-Thrust: Approx. 560g
-Weight: 60g (without motor)
-Rotor diameter: 67mm
-Outer casing diameter: 74mm
-Color: Black
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-Operating Voltage / Current:

12V / 30A (35A Burst)

-Thrust: Approx. 5609

-Weight: 60g (without motor)

-Rotor diameter: 67mm

-Outer casing diameter: 74mm

-Color: Black

(including KM0283110 Outrunner
28/31 for Ducted Fan )

Rechargeable Lithium Polymer Battery

Code No

KB0709223H 105x34x23mm

Size Package

1pc

{ \lb\

-1800 mAh, 11.1V, 170 g

Ni-Mh Battery
Code No.
KB0108111 1pc

- 1050 mAh, 9.6 V, (8cells)
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High performance 14.8V / 3200mAh Li-po battery
- Size 136 x 44 x 34mm, weight 4259
- Package 1 pc/pkg
- 20C continuous discharge rate, 40C burst
- with balance charging plug and spacer between each battery
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High performance 14.8V / 2100mAh Li-po battery
- Size 34 x 39 x 103mm, weight 260g
- Package 1 pc/pkg
- 15C continuous discharge rate, 20C burst
- with balance charging plug and spacer between each battery

Rechargeable Lithium Polymer Battery
Code No.
KB0209223A 44x99x20mm 1 pc

-2100 mAh, 11.1V, 170 g

Ducted
AN unit

battery

-1deal for electric conversion of 40 size mopdels
-Distance of motor mounting holes: 25mm

k)] Code No KB0209223C

High performance 11.1V / 2100mAh Li-po battery
- Size 34 x 29 x 103mm, weight 1959
- Package 1 pc/pkg
- 15C continuous discharge rate, 20C burst
- with balance charging plug and spacer between each battery
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High performance 11.1V / 1200mAh Li-po battery
- Specification / Size 34 x 24 x 77mm, weight 1159
- Package 1 pc/pkg
- 15C continuous discharge rate, 20C burst
- with balance charging plug and spacer between each battery

7
High performance 7.4V / 800mAh Li-po battery
- Size 34 x 13 x 70mm, weight 659
- Package 1 pc/pkg
- 15C continuous discharge rate, 20C burst
- with balance charging plug and spacer between each battery
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High performance 11.1V / 1500mAh Li-po battery
- Size 34 x 24 x 90mm, weight 140g
- Package 1 pc/pkg
- 15C continuous discharge rate, 20C burst
- with balance charging plug and spacer between each battery

B
High performance 11.1V / 800mAh Li-po battery
- Size 34 x 20 x 70mm, weight 90g
- Package 1 pc/pkg
- 15C continuous discharge rate, 20C burst
- with balance charging plug and spacer between each battery

[5] Code No KB0210233C
High performance 7.4V / 2100mah Li-po battery
- Size 34 x 19 x 103mm, weight 130g
- Package 1 pc/pkg
- 15C continuous discharge rate, 20C burst
- with balance charging plug and spacer between each battery
- ideal for the Midget Mustang Mini EP (Code No. E214S)
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