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Warbirds

P-82 Twin Mustang - 40
A069
Wing Span                      Wing Area                             Flying Weight                  Fuselage Length   

Requires

70.5 in / 1790 mm        734 sq in / 47.4 sq dm            9.5 lb / 4300 g               49.6 in / 1260 mm

2 x 2-stroke 0.40 engines,
6-channel  radio w/ 8 standard servos and 1 retract servo 

Premium hand iron-on covering film
Fuel proof decals and factory painted pilot figures
Functional split flap and pre-installed retracts
Comes with all hardware and accessories

Nitro 

power

Coverings code nos.

Color Schemes

Nitro 

power

STL201STL201 STL370

Requires

2 x 2-stroke 0.40 engines,
6-channel  radio w/ 8 standard servos and 1 retract servo 

Nitro 

power

Warbirds

Coverings code nos.

Color Schemes

Nitro 

power

Tucano 60
A274

SGX201SGX201 SGX322 STL322SGX322SGX322 STL322STL100 SGX330SGX330 SGX250SGX250 SGX100SGX100 SGX240SGX240 SGX201SGX201SGX201 STL330STL330 STL201

Wing Span                      Wing Area                             Flying Weight                  Fuselage Length   

Requires

63 in / 1600 mm        628 sq in / 40.5 sq dm       7.2~7.6 lb / 3290~3440 g      54 in / 1370 mm

2-stroke 0.55 or 4-stroke 0.91engine,
7-channel  radio w/ 6 standard servos and
2 low profile retract servos

 The World’s 1/7 scale warbirds collection.
 Most famous trainer for Brazilian Air Force.
 Pre-installed mechanical nose retract and retractable 
 landing gear.
 Functional flaps for smooth landing.
 Premium hand iron-on covering film.
 Pre-painted fibreglass cowling and 3D transparent template.
 Comes with all hardware and accessories.
 Available in orange and blue color scheme.
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2-stroke 0.55 or 4-stroke 0.91engine,
7-channel  radio w/ 6 standard servos and
2 low profile retract servos

Wing Span                      Wing Area                             Flying Weight                  Fuselage Length   
63 in / 1600 mm        628 sq in / 40.5 sq dm       7.2~7.6 lb / 3290~3440 g      54 in / 1370 mm

2-stroke 0.55 or 4-stroke 0.91engine,
7-channel  radio w/ 6 standard servos and
2 low profile retract servos
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