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Wing Span                        Wing Area                            Flying Weight                    Fuselage Length   

Requires

Groovy 90 3A
A180R

Groovy 50 3A
A189

65.5 in / 1670 mm           837 sq in /  54 sq dm           8.4 lbs / 3800 g                67 in / 1700 mm

4-stroke 0.91 engine,
4-channel  radio w/ 5 standard servos

Wing Span                        Wing Area                         Flying Weight                    Fuselage Length   

Requires

53.5 in / 1360 mm         536 sq in / 34.6 sq dm            5.2 lbs / 2350 g            53.5 in / 1360 mm

4-stroke 0.52~0.70 engine,
4-channel  radio w/ 5 standard servos

All Balsa & wood construction
Premium hand-ironed on covering
Plug-in rib wings
Pull-pull system for rudder
Hand-painted Fiberglass cowling with 3D transparent template
Comes with all hardware and accessories

Coverings code nos.

Color Schemes

Nitro 

power

STL100STL100 STL550 STL561 STL361 STL511 STL360

STL100 STL550 STL561 STL361 STL511 STL360Coverings code nos.

Color Schemes

Nitro 

power

New design wooden made Belly Pan
Main wing moved 20mm backward provides more stable flight 
characteristics
All balsa & wood construction
Premium hand-ironed on covering
Plug-in rib wings
Plastic spinner with machine cut aluminum backplate
Pull-pull system for rudder
Comes with all hardware including anti-vibration engine mount
Adjustable incidence angle for main wing & stabilizer
Hand-painted fibreglass cowling and under cowling with 3D 
transparent template
Carbon fiber landing gear

030 The World Models

Premium hand-ironed on covering
Plug-in rib wings
Pull-pull system for rudder

Pattern

Groovy 50 3A
A189

All Balsa & wood construction

Requires
65.5 in / 1670 mm           837 sq in /  54 sq dm           8.4 lbs / 3800 g                67 in / 1700 mm

4-stroke 0.91 engine,
4-channel  radio w/ 5 standard servos

Coverings code nos. STL100STL100 STL550

New design wooden made Belly Pan
Main wing moved 20mm backward provides more stable flight 
characteristics
All balsa & wood construction
Premium hand-ironed on covering
Plug-in rib wings
Plastic spinner with machine cut aluminum backplate
Pull-pull system for rudder
Comes with all hardware including anti-vibration engine mount
Adjustable incidence angle for main wing & stabilizer
Hand-painted fibreglass cowling and under cowling with 3D 
transparent template

4-channel  radio w/ 5 standard servos

New design wooden made Belly Pan
Main wing moved 20mm backward provides more stable flight 
characteristics
All balsa & wood construction
Premium hand-ironed on covering
Plug-in rib wings
Plastic spinner with machine cut aluminum backplate
Pull-pull system for rudder
Comes with all hardware including anti-vibration engine mount
Adjustable incidence angle for main wing & stabilizer
Hand-painted fibreglass cowling and under cowling with 3D 
transparent template

STL550STL550 STL561STL561 STL361STL361 STL511STL511STL511 STL360

transparent template
Carbon fiber landing gear

STL550STL550 STL561STL561 STL361STL361 STL511STL511STL511 STL360

transparent template
Carbon fiber landing gear
transparent template

STL100STL100 STL550STL550STL550 STL561STL561 STL361STL361 STL511STL511 STL360Coverings code nos.

Color Schemes

A189
Wing Span                        Wing Area                         Flying Weight                    Fuselage Length   

Requires

53.5 in / 1360 mm         536 sq in / 34.6 sq dm            5.2 lbs / 2350 g            53.5 in / 1360 mm

Nitro 

power

Hand-painted Fiberglass cowling with 3D transparent template

A189
Wing Span                        Wing Area                         Flying Weight                    Fuselage Length   

Requires

53.5 in / 1360 mm         536 sq in / 34.6 sq dm            5.2 lbs / 2350 g            53.5 in / 1360 mm

4-stroke 0.52~0.70 engine,
4-channel  radio w/ 5 standard servos

Hand-painted Fiberglass cowling with 3D transparent template

Nitro 

power

4-stroke 0.52~0.70 engine,
4-channel  radio w/ 5 standard servos


