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Electr ic

Wing Span                        Wing Area                            Flying Weight                  Fuselage Length   

Requires

Delta Jet EP
E288XM

34.5 in / 880 mm          384 sq in / 24.8 sq dm            28 oz / 790 g                  32.5 in / 825 mm

4-channel  “mixing” radio (elevator and aileron) w/3 micro servos, 
Ducted Fan propulsion Unit PL6800010 and Outrunner Motor KM0283110,
Ducted Fan Booster Cone PL6800011, 30A (burst 35A) brushless ESC, 
3 cells 11.1V 15C 2100mAh Li-Po battery and charger

Coverings code nos.

Color Schemes

World’s electric jet series.
Covered with genuine heat shrink World Models’s LighTex coverings.
High thrust to weight ratio and large wing area offer superb flying 
performance.
Access hatch provided for battery compartment.

Electric
RC Jet 
power

NEW

Optional Ducted Fan Propulsion Unit
assembled with Delta Jet EP. 

Access hatch for
battery compartment.

SGX100 SGX250 SGX310 SGX320 SGX312

Opt iona l  Accessor ies

Operating Power     375 W
Operating Voltage    6 - 15 V
Operating Current     30 A
Peak Current     35 A (max 15s)
Internal Resistance     25mW
Kv (rpm/ V)    3600 
Shaft diameter    3 mm
Diameter     28 mm
Length     31 mm
Weight     60 g

Outrunner 28/31 (For Ducted Fan)
KM0283110

Ducted Fan Propuls ion Uni t
PL6800010

Ducted Fan Booster Cone
PL6800011

Enhance ducted fan  performance with 
specially designed booster cone. 

Nominal Rotor Speed     32,000 rpm 
Thrust      Approx. 560g
Weight      60g without motor
Rotor Diameter      67mm
Outer Casing Diameter      74mm
Color      Black


