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UniJet
E272XM

042 The World Models

Wing Span                      Wing Area                             Flying Weight                    Fuselage Length   

Requires
36 in / 920 mm          225 sq in / 14.5 sq dm              28 oz / 790 g                  32.5 in / 830 mm

4-channel  radio w/ 4 micro servos,
Ducted fan Propulsion Unit PL6800010 and Outrunner Motor KM0283110,
30A (burst 35A) brushless ESC,  
3 cells 11.1V 15C 2100mAh Li-Po battery and charger

 World’s electric jet series
 Experience jet style flying without the cost and complication 
 of gas turbines
 High thrust to weight ratio and low wing loading make the UniJet 
 the best transition model from propeller to jet flying
 Full house controls, including steering nose wheel
 Ultralite pilots included

Coverings code nos.

Color Schemes

SGX540 SGX100 SGX330 Electric
RC Jet 
power

UniJet assembled with 
Ducted Fan Propulsion Unit
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Wing Span                        Wing Area                            Flying Weight                  Fuselage Length   

Requires

Wing Jet EP
E210RXM

39.5 in / 1000 mm          301 sq in / 19.4 sq dm          22 oz / 620 g                17.5 in / 440 mm

3-channel  “mixing” radio (elevator and aileron), 2 micro servos, 
Ducted Fan propulsion Unit PL6800010 and Outrunner Motor KM0283110,
30A (burst 35A) brushless ESC, 
3 cells 11.1V 15C 2100mAh Li-Po battery and charger

Coverings code nos.

Color Schemes

Fiberglass Fuselage
Comes with dual purpose E210RLSD Launch stand which
works as launching pad for ground take offs

SGX210000 Electric
RC Jet 
power

Field Stand works as launching pad for ground take offs.

Optional Ducted Fan Propulsion Unit
assembled with Wing Jet EP. 

( Dual purpose field stand for wing jet EP )
Launch Stand

E210RLSD
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