
Coverings code nos.

Color Schemes

SGX100 SGX550 Electric 

power

SGX242WIGSGX242FUS

Opt iona l  Accessor ies

Prope l le r  Adapto r
HW2340100

Out r unner  Moto r
KM0283010

Max Speed
Operat ing Voltage
Operat ing Cur rent
Peak Cur rent 
Internal Resistance
Kv (  rpm/ V)
Shaf t  Diameter
Length

12,000 rpm
6~12V
15A
20A (15 sec)
95 m
1015
3 mm
30 mm

High Per formance outrunner motor 28/30

E242XM 
Thunderbolt EP
assembled with TWM
ESC 25A KC2025A02A;
Motor Mount PL5440000;
3-Pin EZ Connector
KP0011310 

Detachable battery cover for easy access of battery.

Pre-installed retractable landing gear

Printed-on covering and pre-painted fibreglass cowling.
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Electr ic

Wing Span                        Wing Area                            Flying Weight                  Fuselage Length   

Requires

P-47D Thunderbolt  EP
E242XM

39.5 in / 1000 mm          282 sq in / 18.2 sq dm           31 oz / 880 g                  34 in / 870 mm

5-channel  radio w/ 5 micro servos, 
Outrunner Motor KM0283010 w/ Propeller Adaptor HW2340100,
20A brushless ESC,  3 cells 11.1V 2100 mAh Li-Po battery & charger

Scaled warbird park flyer. 
All wood construction and covered with pre-painted genuine
heat shrink LighTex covering. 
Pre-installed retractable landing gear.
Full house controls. 
Pre-painted fiberglass cowling. 
Motor mount is included. 
Ultralite pilot is included. 


